RELIANCE STEEL TANKS sBOILERS 


SPECIFICATIONS OF “NOLNAH” HEATING BOILERS —STANDARD 
FOR BURNING COAL, OIL OR GAS 


MAXIMUM WORKING PRESSURE-15 PSIG. WELDED STEEL PLATE CONSTRUCTION 
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GROSS RATING BASED ON 14 SQ. FT. OF RADIATION PER SQ. FT. OF BOILER HEATING SURFACE. FOR NET RATING DEDUCT 20%. FOR WATER BOILERS ADD 
60%. FOR STOKER, OIL OR GAS FIRED BOILERS ADD 20%. WE MANUFACTURE BOILERS OF SIZES LARGER THAN@LISTED ABOVE. PRICES ON APPLICATION 


=== RELIANCE STEEL TANK & BOILER WORKS S== 


60” BOILERS 


RECORD No. 974.2 
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72” BOILERS 

RECORD No. 789.2 
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- RELIANCE STEEL TANK & BOILER WORKS ——= 


STEEL HEATING BOILERS 


OIL, GAS OR STOKER FIRING 


RECOMMENDED FOR RESIDENCES, APARTMENTS, 
HOTELS, INDUSTRIAL OFFICES, SHIPS’ GALLEYS, 
BAKERIES, PACKING PLANTS, AIR CONDITIONING 
SYSTEMS, CHEMICAL PROCESSING, PORTABLE 
CLEANING PLANTS. 


= RELIANCE STEEL TANK & BOILER WORKS 


STEEL HEATING BOILERS 


FOR HAND FIRING 


=== RELIANCE STEEL TANK & BOILER WORKS 


100-LB. BOILER 


FOR GAS, STOKER AND HAND FIRING 


RECOMMENDED FOR 
HOSPITALS « DRY CLEANING PLANTS 
DAIRIES 


WHEREVER PROCESS STEAM IS USED 


= RELIANCE STEEL TANK & BOILER WORKS S=— 
3-PASS 


100-LB. PRESSURE BOILER 


_ 
ia 


FOR GAS, STOKER AND HAND FIRING 


RECOMMENDED FOR 
HOSPITALS « DRY CLEANING PLANTS 
DAIRIES 


WHEREVER PROCESS STEAM IS USED 


== RELIANCE STEEL TANK & BOILER WORKS === 


3-PASS 


100-LB. PRESSURE BOILER 


(STEEL FIRE BOX TYPE) 


INTER-PROVINCIAL REGULATIONS 


FOR GAS, STOKER AND HAND FIRING 


= RELIANCE STEEL TANK & BOILER WORKS 


FOR OIL, GAS OR 
STOKER FIRING 


Reliance Steel Tank Boilers for Steam or Water are constructed, tested. 
inspected and stamped in accordance with the A.S.M.E. Code for low pressure 
heating boilers: steam working pressure 15 lbs., water working pressure 30 lbs. 
Reliance Water Boilers can be furnished for working pressures up to 100 lbs. 
at extra cost. 


Reliance Boilers shown here are of welded construction and have 3 inch 
tubes. They are re-designed to have an increased number of tubes in cross 
section and an increased steam space due to staggered setting of some of the 
tubes. This has been accomplished without increasing the over-all size of the 
boilers for the same ratings, consequently the water capacity is less and effec- 
tive heating temperature is reached in less time. 


The firebox heating surface is large in these boilers, the furnace volume 
is in excess of the S.H.B.I. requirements, and the tube lengths are in accord- 
ance with established practice. The single body of water and free circulating 
spaces are characteristic of all Reliance Boilers and permit the utilizing of the 
other fundamental features to a maximum degree. 


Ratings, minimum furnace volumes, openings, and details of construction 
are in accordance with the recommended practice of the S.H.B.I. 


A steel base is regularly furnished. The burner opening is provided when 
specified. These boilers are built with C.S. insulated flue doors, C.S. fire doors 
with liners, and clean-out doors. A flue cleaner is furnished with all boilers: a 
brush type for oil or gas, and a scraper for stoker fired. 


Trimmings are furnished with steam boilers only and consist of: safety 
valve, steam gauge with syphon and cock, and water column with water 
gauge, glass and cocks. 


If boilers are stoker fired we can give extended water leg on any of these 
boilers if so desired. 


=== RELIANCE STEEL TANK & BOILER WORKS 2=== 


BLOW-DOWN TANKS 


100 LBS. --- 150 LBS. 


BLOW-DOWN TANKS, 30” AND 36” DIAMETER. 
BUILT TO INTER-PROVINCIAL REGULATIONS FOR 
100-150 LBS. PRESSURE. 


RELIANCE STEEL TANK & BOILER WORKS 


FIXTURES 


TOOLS 


EXTRAS 


VERTICAL BOILERS 


FROM 2 TO 20 HP. 


SPECIFICATIONS FOR VERTICAL BOILERS 
FROM 20-100 H.P. SENT UPON REQUEST 


—Fire and Ash Doors; Grates and 
Grate Bearers; and Smoke Bonnet. 


—Tube Brush and Rod. 


MOUNTINGS—Steam Gauge and Syphon; Water 


Glass; Try Cocks; Safety Valve: 
Blow-off Valve and Nipple; also Feed 
and Check Valves. 


—Smoke Stack; Injector and Piping. 


HORSE POWER 
DIAMETER amEe 


HEIGHT OF SHELL PROPER __ 

” « EX. ASHPIT______ 
SMOKE BONNET _ 
” OVERALL __ 


” ” 


THICKNESS OF HEADS 
“ OF. SUBIR Ss - See 


FIREBOX DIA. AND HEIGHT 
” GRATE AREA___ 


TUBES NUMBER, 2IN.__ 
pS LENGTH 


” SAFETY VALVE ___ 


“ FEED______---..-m|AlR|/|A|AlAlB | 3%) % 

“ BLOW OFF. In. | 1 t I ih j 1 ! j ! 
STACK DIAMETER ____ -Wu. | 7 tail WAY 7 9 | Del _ th u 
WEIGHT, BARE BOILER-___ _____1@S.| 390 | 780 | 990 | 1250 | 1400] 1700 | 1900 |2350 

” WITH FIX. ANO MOUNTINGS._LBS. | 600 | 1000/1200 | 1500 | 1700 | 2000|2300 |2750 
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